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Abstract— This paper1 introduces our partially synchronous
Θ-Model, which is essentially the well-known FLP model aug-
mented with a boundΘ on the ratio between the maximum and
minimum end-to-end delays of messages simultaneously in transit
between correct processes. We show that theΘ-Model admits
the implementation of a perfect failure detector, which allows
to employ classic solutions for solving important distributed
computing problems like consensus. SinceΘ may still hold when
some assumed upper bound on the maximum delay is violated,
those solutions work correctly in scenarios where synchronous
implementations would fail. We show that our algorithm, which
employs heartbeat messages and a timer-free timeout mechanism
based upon synchronized heartbeat rounds, indeed satisfiesthe
properties of a perfect failure detector and provides a number
of attractive additional features.
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I. I NTRODUCTION

It is a widespread belief that fault-tolerant distributed al-
gorithms for real-time applications can be designed in syn-
chronous computational models only. A more careful analysis
reveals that this is not necessarily the case, however: If the
targeted system is synchronous, in that it satisfies certain
computing step time and transmission delays bounds, even
a purely asynchronous algorithm running atop of it provides
bounded response times.

Of course, compiling some postulated time bounds into an
algorithm—as done in purely synchronous approaches as well
as in many partially synchronous ones—makes it easier to
guarantee and prove safety and liveness properties. Moreover,
this usually leads to convenient programming abstractions, like
the lock-step round model. Whereastimed algorithms hence
make the system designer’s life easier, they may make the
system’s life more difficult: Safety and liveness properties can
be guaranteed only when the postulated time bounds hold
true. Unfortunately, there are many run-time conditions (e.g.,
overloads, unanticipated excessive process execution times,

1This work has been supported by the Austrian START programmeY41-
MAT and the FWF project P17757.

failures) that may cause violations of postulated time bounds.
For fail-operational systems, this is often not acceptable: An
airline reservation system may occasionally be allowed to miss
some response time deadlines, but may never lose consistency
of replicated data or just stop.

We illustrate this by a simple example, namely, a timed
algorithm for a single non-blocking message-roundtrip with
some possibly faulty processq: The caller processp sends
a messageping to q, who will send back a messagepong
when it has gotping. Processp shall return the receivedpong
to its higher protocol layers ifq has not crashed. Ifq has
crashed, the special message NIL shall eventually be returned.
Fig. 1 shows a simple solution, which is not time-free as
it involves a bound2 τ+ (unit “seconds”) on the maximum
end-to-end delay of any message exchanged between correct
processes. Moreover, the algorithm is not timer-free as it needs
a bounded-drift local clock for correctness.

/* Code for processp */
sendping to q;
delay for(2τ+); /* max. e.t.e. delay isτ+ [sec] */
if pongdid not arrivethen

return(NIL)
else

return(pong)

function delay for(time) /* delay for time seconds */
TIMEOUT := C(t) + time /* read clockC(t) */
while C(t) < TIMEOUT do nothing;

return;

Fig. 1. A simple timed algorithm implementing a non-blocking fault-tolerant
round-trip .

Clearly, if the actual maximum delayτ+ at run-time
exceededτ+ for some reason, the algorithm would return
NIL — although p is still alive. Since some higher-level
algorithm might depend upon non-NIL round-trips with all
correct processes in the system, this could lead to a violation
of some safety property.

2Overbars are used in this paper for assumed (= a priori known)bounds
on actual (= unknown) values.



Given the difficulty of computingτ+ for a real distributed
system, which requires a worst-case schedulability analysis
[1], [2] taking into account all processes and resources in
the system, it is obvious that atime-freesolution, i.e., one
that does not incorporateτ+ [nor a bounded-drift clock]
should achieve a higher coverage.3 Asynchronous algorithms
are a promising alternative here: Since they do not depend
upon timing assumptions at all, their safety and liveness
properties hold regardless of the underlying system’s actual
timing behavior.

The apparent contradiction between time-free algorithms
and the achievement of desired timeliness properties is super-
ficial, as mentioned earlier: It can be resolved by adhering
to the design immersionprinciple, which was introduced
in [3] and referred to as thelate binding principle in [4].
Design immersion permits to consider time-free algorithms
for implementing services in real-time systems, by enforcing
that timing-related conditions (like “delay forX seconds”) are
expressed as time-free logical conditions (like “delay forx
round-trips”), cp. Fig. 2 below. Safety and liveness properties
can hence be provedindependentlyof the timing properties
of the system where the time-free algorithm will eventually
be run. Timeliness properties are established only late in
the design process, by conducting a worst-case schedulability
analysis. It is only at this final stage that the specific timing
properties of the underlying system are taken into account.

Unfortunately, however, many important problems in fault-
tolerant distributed computing do not have deterministic so-
lutions in the purely asynchronous model [5]. Asynchronous
algorithms must hence be employed in a system that matches
pure asynchrony enriched with some additional semantics for
circumventing impossibility results. According to the expo-
sition above, such added semantics should be time-free to
maximize coverage. The present paper explores the following
fundamental theoretical and practical question: Is there atime-
free solution for implementing a sufficiently powerful time-
free semantics? If the case, such a solution could be proved
correct independently of the timing properties of the system
where it is eventually run, and just immersed into the system
to be fielded like any other time-free algorithm.

Accomplishments of this paper:
(1) We introduce4 our novel partially synchronousΘ-Model,

which is essentially the well-known asynchronous FLP
model [5] augmented with a bounded ratioΘ of the
maximum and minimum end-to-end delay of the mes-
sages simultaneously in transit between correct processes.
The Θ-Model has been inspired by the results of [7],
[8], which revealed that the precision of a certain clock
synchronization algorithm [employed in a synchronous
system] depends only uponΘ, but not on the actual
delays.

3The coverage of an assertion is the probability or the likelihood that this
assertion holds true in some given universe. Coverage is hence thecentral
issue in many systems, critical systems in particular.

4Part of the material provided in this paper has already been presented at
EDCC’05 [6].

Note that systems where theΘ-Model applies do exist:
The Θ-assumption is quite natural for distributed sys-
tems based upon shared channels [9], and holds even in
systems employing (simulated) broadcast communication
over point-to-point links, as verified by an experimental
evaluation of a round-based algorithm in a network of
workstation interconnected by switched Ethernet technol-
ogy [10], [11].

(2) We present a perfect failure detectorP for theΘ-Model,
which is time- and timer-free and hence answers the
above fundamental question in the affirmative. In sys-
tems where theΘ-Model applies, the numerous existing
failure detector-based distributed algorithms for achieving
consensus, atomic broadcast, . . . can hence be used for
building robust mission-critical applications.
Our detailed analysis reveals that our failure detector
indeed satisfies the properties ofP , has a well-defined
detection time, and generates low and easily tuneable
overhead. From a theoretical point of view, our solution
allows to escape from both the impossibility of imple-
menting P in presence ofunknown delay bounds of
[12] and the impossibility of consensus in presence of
unboundeddelays of [13]. This is a consequence of the
correlationΘ between minimum and maximum end-to-
end delay, which allows to circumvent those impossibility
results.

In order to illustrate howΘ-algorithms typically exploit the
Θ-assumption, we conclude this section with a simplisticΘ-
implementation of the non-blocking fault-tolerant round-trip
algorithm of Fig. 1.

/* Code for processp */
sendping to q;
delay for(⌈Θ⌉); /* max. # (fast) RTs per (slow) RT */
if pongdid not arrivethen

return(NIL)
else

return(pong)

function delay for(roundtrips)
for i := 1 to roundtripsdo

senddelay ping(i) to processorr;
wait for delay pong(i) from r;

od
return;

Fig. 2. A simple time- and timer-free algorithm implementing a non-blocking
fault-tolerant round-trip in theΘ-Model. It assumes that processorr replies
with delay pongwhenever it receivesdelay ping.

As shown in Fig. 2, the function delayfor(roundtrips)
implements a timeout by conducting additional round-trips
with some processorr, which is assumed to never crash for
simplicity5 and replies by sending backdelaypong(i). The
algorithm is correct if no more than⌈Θ⌉ (fast) round-trips may
occur betweenp andr during any single round-trip betweenp
andq. This is guaranteed by theΘ-assumption, however. Note

5It is easy to remove this assumption in the crash failure model, by doing
round-trips with f + 1 processors instead of justr, see [14] for a [self-
stabilizing] algorithm using this idea.
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that the algorithm given in Fig. 2 is purely message-driven,in
that all computing steps (exept the very first one after booting)
are solely triggered by message receptions.

Outline of the rest of the paper: Following a detailed
relation to existing work in Section II, we introduce theΘ-
Model in Section III and discuss its applicability in Section IV.
Section V introduces the basic operation principle of our novel
perfect failure detector. The detailed algorithm is presented
and proved correct in Section VI. A summary of our accom-
plishments and some directions of future work in Section VII
eventually conclude the paper.

II. RELATED WORK

From a timing assumption coverage point of view, the
most preferable computational model is of course the purely
asynchronous model: The well-known FLP model [5] assumes
a system ofn processes communicating via reliable point-to-
point links where processes may fail by crashing. There is
no bounded-drift clock available, and both computing step
times and transmission delays are non-negative, finite but
unbounded. Since there are no timing assumptions consid-
ered here, nothing can be violated at runtime. Unfortunately,
however, in order to solve problems like consensus, some
properties must be added to the FLP model — and the stronger
the added properties, the smaller the coverage in real systems.

A. Partially Synchronous Models

Severalpartially synchronouscomputational models [13],
[15]–[20] have been proposed in the literature, which differ in
the properties added to the FLP model. Most of them involve
some explicit timing assumptions, but there are also a few
models that incorporate timing assumptions only implicitly.
We will start with a very brief survey of those models.

The familiar synchronous model may be viewed as the
FLP model augmented by bounded-drift local clocks and an
a priori bound∆ and σ on real-time transmission delays
and computing step times, respectively. It is well-known that
lock-step rounds can be simulated in this model. In the
timed asynchronous model [21], the same a priori bounds are
employed. However, during “unstable periods”, those bounds
may be violated arbitrarily; a safe state is entered when this
happens. Another attempt to implement asynchronous real-
time systems is the TCB approach [22], which requires a
timely subsystem (the timely computing base) that provides
timing failure detection and other time-related services to
the asynchronous payload-part of the system. Clearly, the
algorithms employed in all those approaches are not time-free.

Weaker properties are added to the FLP model in the
“classic” partially synchronous [16] and semi-synchronous
[17], [18] computational models: Instead of the computing
step time, they only incorporate a boundΦ on the relative
speed of processes, in addition to the synchronous transmission
delay bound∆. All those models allow a process to time-out
messages: The semi-synchronous models [17], [18] assume
that local real-time clocks are available, and the models of
[16] use the computing step time of the fastest process as the

units of “real-time”. Hence, a spin-loop with loop-count∆ is
sufficient for timing out the maximum message delay here.

Interestingly, the bounds∆ andΦ need not necessarily be
known a priori to the processes, as they can be learned during
the execution via incremental timeouts: In some models of
[16], Φ and ∆ can either be unknown, or known but hold
only after some unknownglobal stabilization timeGST. Note
that the unknown delay model has also be investigated for
shared memory systems, see e.g. [23]. A generalized partially
synchronous model integrating those two models has been
introduced in [19]: It assumes that relative speeds, delaysand
message losses are arbitrary up to GST; after GST, no message
may be lost and all relative speeds and all communication
delays must be smaller than the unknown upper boundsΦ
and∆, respectively.

A particularly interesting partially synchronous model inour
context is the Archimedean model introduced in [15]. It addsa
bounded ratios ≥ u/m on the minimum computing step time
m and the maximum computing step time + transmission delay
u to the FLP model. Again, any process can timeout a message
by means of a spin-loop with loop counts here. Note that the
Archimedean model is similar to the partially synchronous
models of [16] in that the minimum computing step time is
used as the unit of “real-time”. Moreover, sinceu is basically
the end-to-end delay, the Archimedean model differs only in
a minor (but essential) way from ourΘ-Model: It uses local
computing steps for timing out messages, which do not enjoy
the correlation property of theΘ-Model, see Section IV.

A novel computational model that also allows to solve
consensus in presence of crash failures is the finite average
model (FAR-Model) introduced in [20]. The properties added
to the FLP model are an unknown lower bound for the
computing step time, and an unknown finite average of the
round-trip delays between any pair of correct processes. Note
that the latter allows round-trip delays to be increasing without
bound, provided that there are sufficiently many short round-
trips in between that compensate the resulting increase of
the average. Due to the computing step time lower bound,
any process can implement a weak bounded-drift clock (via
a spin-loop), which allows to safely timeout messages by
using suitable timeout-values learned at run-time. Although
the algorithms in the FAR-Model are not time-free, they have
of course much better coverage than synchronous ones.

B. Failure Detectors

In the seminal paper [19], it has been shown that impossi-
bility results like [5] can also be circumvented by augment-
ing the FLP model with some totally time-free semantics,
namely, unreliablefailure detectors(FD’s). FDs consist of
a set of (low level) modules, one per processor, which can
be queried locally by the higher level processes in order
to obtain information about which processors have crashed.
This information neither needs to be always correct nor
consistent at different processes. It must be in accordancewith
some axiomatic (time-free) FD specification, however, which
is usually made up of two parts:Completeness, addressing
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an FD’s ability to correctly suspect crashed processors, and
accuracy, addressing an FD’s ability not to incorrectly suspect
non-crashed processors.

Several classes of FD specifications have been introduced
in [19], which differ primarily in their accuracy requirements.
The strongest one is theperfect failure detectorP , defined by

(SC) Strong completeness: Eventually, every processor that
crashes is permanently suspected by every correct pro-
cessor.

(SA) Strong accuracy: No processor is suspected before it
crashes.

It has been shown in [19] and in the wealth of subsequent work
that most problems in fault-tolerant distributed computing,
such as consensus, atomic broadcast or leader election, canbe
solved in asynchronous systems augmented withP . Note that
there are FD-based consensus algorithms that do not even need
perpetualfailure detectors likeP but can live witheventual
FDs. An example is the eventually perfect failure detector⋄P ,
where (SA) is replaced by eventual strong accuracy (“there is
a time after which correct processors are not suspected by any
correct processor”).

To be useful in real systems, failure detectors must of course
be implemented correctly. However, an implementation ofP in
a purely asynchronous system would yield a correct consensus
algorithm and hence contradict [5]. Even worse, according to
[13], no consensus algorithm (and hence no FD) can cope
with unbounded processing or communication delays. Finally,
in [12] is has been shown that no perpetual FD likeP can be
implemented in partially synchronous systems with unknown
delay bounds. In view of those impossibility results, it was
taken for granted until recently that implementing perpetual
failure detectors requires accurate knowledge of delay bounds
and hence a synchronous system.

Still, determining correct delay bounds in distributed sys-
tems remains a difficult problem. However, [4] revealed that
the required schedulability analysis is easier for a specific low-
level service like a failure detector: The problem of imple-
menting perpetual failure detectors in a synchronous system
comprising n processors initially was stated as a generic
real-time scheduling problem here. Afast failure detector
algorithm was given as a function ofx, which serves to
dynamically recompute timeout values. By assigning specific
values tox, the whole spectrum of perpetual FDs introduced
in [19] could be implemented. The proposed FD achieves
very low detection time [24], [25] by exploiting the fact that
failure detection can be separated from the application, i.e., the
atop running consensus algorithm and any other application
or system dependent algorithm. The perpetual failure detector
service can in fact be run as a low-level service implemented
as high-priority processes that exchange high-priority FD-
level messages, scheduled according to some head-of-the-line
policy, for example. Delays involved in the processing and the
transmission of FD-messages are hence “adversary-immune”,
the “adversary” being all system activities other than FD-
related ones. As a consequence, fast failure detectors facilitate
an accurate worst-case schedulability analysis, which provides

tight bounds on the (inherently small) end-to-end delays of
FD-level messages.

It turns out that fast failure detectors can also be used to
actually implement the assumption that underlies the work in
[26]. This paper describes a time-free implementation ofP in
systems where it can be assumed that every correct processor
is connected to a set off +1 processors via links that are not
among theirf slowest ones. The original algorithm cannot
verify whether the underlying system actually satisfies this
assumption, however, and no idea of how to enforce this link
property in a time-free partially synchronous model (if at all
possible) was given in [26].

In sharp contrast to perpetual failure detectors, there are
many papers that deal with the implementation of eventual-
type FDs [19], [20], [24], [26]–[38], primarily in the general-
ized partially synchronous system model of [19]. However,
since algorithms running atop of an eventual-type FD are
usually guaranteed to terminate only after the FD became
perfect, i.e., after the unknown GST and only after they have
learned the unknown bounds∆ andΦ, they are not compatible
with the timeliness requirements of real-time systems. Forthe
sake of completeness, we will nevertheless survey the core
ideas below.

In [19], a simple implementation of an eventually perfect
failure detector⋄P for the generalized partially synchronous
model was given. It is based upon monitoring periodic “I
am alive”-messages using adaptive (increasing) timeouts at
all receiver processors. Starting from an a priori given initial
value, the timeout value is increased every time a false
suspicion is detected (which occurs when an “I am alive”-
message from a suspected processor drops in). By restricting
the recipients of “I am alive”-messages from all processors
to suitably chosen subsets, a less costly implementation ofan
eventually strong failure detector⋄S was derived in [32].

Alternative FD implementations, which use polling by
means of ping/reply roundtrips instead of “I am alive”-
messages, have also been proposed for partially synchronous
systems. The message-efficient algorithms of [30], [33] usea
logical ring, where processors poll only their neighbors and
use an adaptive (increasing) timeout for generating suspicions.
A similar technique is used in the adaptive failure detection
protocol implementing⋄P in systems with finite average
delays [36]. It uses piggybacking of FD messages upon
application messages in order to reduce the message load.

A major deficiency of most existing adaptive timeout
approaches is their inability to also decrease the timeout
value, cp. [32]. Obviously, such solutions cannot adapt to
(slowly) varying delays over time. Somewhat an exception
is the eventually perfect failure detector for the FAR-Model
proposed in [20], which adapts the timeout-value accordingto
the measured average round-trip times. Generally, stochastic
delay estimation techniques as in [24], [37] could be used
if one accepts decreased performance w.r.t. accuracy. QoS
aspects—as well as scalability and overall system load—in
a probabilistic framework are addressed in [35].
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A different type of unreliable failure detectors that received
considerable attention isΩ, which outputs just a single—
eventually common—processor that is considered up and
running. Ω also allows to solve consensus [29] and can be
implemented very efficiently even in partially synchronous
systems where only some links eventually respect commu-
nication delay bounds [38].

FDs with very weak specifications [28], [34] have also been
proposed in order to solve distributed computing problems that
are weaker than consensus: Theheartbeat failure detectors
of [34] do not output a list of suspects but rather a list
of unbounded counters. Like⋄P , they permit to solve the
important problem of quiescent reliable communication in
the presence of crashes, but unlike⋄P , they can easily be
implemented in purely asynchronous systems.

III. SYSTEM MODEL

As in the FLP computational model [5], we consider an
asynchronous distributed system ofn processors connected by
reliable links. There is no need to fix a particular failure model
in this section; we will just assume that up tof processors may
be faulty in some way. Letδpq denote the end-to-end delay of
a message sent from some correct processorp to some correct
processorq, which also includes the execution of the (failure
detector) algorithm at bothp andq.

In real systems, the end-to-end message delayδpq consists
not only of physical data transmission and processing times.
Rather,queuing delaysdue to the inevitableschedulingof the
concurrent execution of multiple processes and message arrival
interrupts/threads on every processor must be added to the
picture. Figure 3 shows a simple queuing system model of
a fully connected distributed system: All messages that drop
in over one of then − 1 incoming links of a processor must
eventually be processed by the single CPU. Every message
that arrives while the CPU processes former ones must hence
be put into the CPU queue for later processing. In addition,
all messages produced by the CPU must be scheduled for
transmission over every outgoing link. Messages that find an
outgoing link busy must hence be put into the send queue of
the link’s communication controller for later transmission.

Consequently, the end-to-end delayδpq = dpq+ωpq between
senderp and receiverq consists of a “fixed” partdpq and
a “variable” part ωpq. The fixed partdpq > 0 is solely
determined by the processing speeds ofp and q and the
data transmission characteristics (distance, speed, etc.) of the
interconnecting link. It determines the minimal conceivable
δpq and is easily determined from the physical characteristics
of the system. The real challenge is the variable partωpq ≥ 0
which captures all scheduling-related variations of the end-to-
end delay:

• Precedences, resource sharing and contention, with or
without resource preemption, which creates waiting
queues,

• Varying (application-induced) load,
• Varying process execution times (which may depend on

actual values of process variables and message contents),

CPU

CPUC

C

C

C

C

C

proc.

proc.

p2

p3

p1

p4

Fig. 3. A simple queuing system representation of a fully connected
distributed system.

• Occurrence of failures.

As a consequence,ωpq and thus δpq depend critically
upon (1) the scheduling strategy employed (determining which
message is put at which place in a queue), and (2) the
particular distributed algorithm(s) executed in the system: If
head-of-the-line scheduling favoring FD-level messages and
computations over application-level ones, as proposed in the
fast failure detector approach of [4], is employed instead of
uniform FIFO scheduling, for example, the variability ofωpq

and hence the relevantτ+ can be decreased by orders of
magnitude, cp. Table I. That all queue sizes and hence end-
to-end delaysδpq increase with the number and processing
requirements of the messages sent by the particular distributed
algorithm is immediately evident.

Consequently, a safe a priori upper boundτ+ for δpq,
as required by (partially) synchronous models, can only be
computed by conducting a detailedworst-case schedulability
analysis. This schedulability analysis requires detailed knowl-
edge of the underlying system, the scheduling strategies, the
failure models, the failure occurrence models and, last but
not least, the particular algorithms that are to be executedin
the system. In the general case [1], [2], those analyses are
prohibitively complex. Anyτ+ computed via a simplified6

schedulability analysis is overly conservative or has a poor
coverage, however.

6In the case of fast failure detectors [4], the complexity of the schedulability
analysis is considerably reduced a priori. Hence,τ+ may have some high
coverage in this particular case. Nevertheless, there is always a non-zero
probability thatτ+ is violated at runtime.

5



A. TheΘ-Model

In sharp contrast to (partially) synchronous models, theΘ-
Model does not need an a priori timing boundτ+. Rather, it
builds upon the relevant7 messagesM(t) in transit at some
point in time t, in particular, theratio Θ(t) = τ+(t)/τ−(t)
of their unknown minimumτ−(t) resp. maximumτ+(t) end-
to-end computational, queueing + transmission delays: It just
requires thatΘ(t) always respects a given8 a priori upper
bound Θ. Note carefully that a bound on the end-to-end
delay ratio does not imply bounds on the individual ratio of
processing speeds and communication delays, respectively, as
required e.g. by the classic partially synchronous models of
[16].

Definition 1 (Θ-Model): An asynchronous system complies
to theΘ-Model if there is an a priori given boundΘ such that
Θ(t) = τ+(t)/τ−(t) ≤ Θ for all relevant messagesM(t)
being in transit at timet.

A simple approach for determiningΘ in practice is to
compute it fromτ+ andτ−: In a real distributed system, there
is always9 a lower boundτ− > 0 on the end-to-end delays
that guaranteesτ−(t) ≥ τ− for all t. It is easily determined,
with a coverage close to 1, by a simple best case analysis
[40], [41] involving the physical properties of processorsand
transmission links under ideal conditions, i.e., no queueing
delays. In addition, an upper boundτ+ ≥ τ+(t) for all t can
be determined via some worst case schedulability analysis,
as for synchronous systems. Obviously, settingΘ = τ+/τ−

guarantees Definition 1 to hold, although this choice is usually
overly conservative. Typical values reported forτ+/τ− in real-
time systems research [41], [42] are in the range2 . . . 10.

A better value ofΘ, which obviously depends upon many
system parameters, can only be determined by a detailed
and non-standardΘ-schedulability analysis. As opposed to
the classic worst case and best case analysis, such aΘ-
schedulability analysis must considerjoint best and worst case
scenarios rather than independent ones, see Section IV.

B. Implications of theΘ-Model onΘ-Algorithms

Definition 1 implies thatΘ-algorithms cannot rely upon any
knowledge of timing parameters related toτ+(t), τ−(t) or the
uncertaintyε(t) = τ+(t)− τ−(t), as they can vary arbitrarily
with t. Only the a priori boundΘ on Θ(t) may appear in a
Θ-algorithm’s code or variables.

In particular, the time-variance ofτ+(t) and τ−(t) rules
out a straightforward approach for simulating a synchronous
system in theΘ-Model: One could try to determine an upper
boundτ+ = Θ · trt/2 on the end-to-end delaysδpq by using
just a single (correct) round-trip delay measurementtrt, which
must of course satisfytrt ≥ 2τ−(t′). The boundτ+ computed
via this approach is not necessarily valid at the future timet

7Inspired by the fast failure detector approach [4], we will restrict our
attention to failure detector computations and messages inthis paper.

8There are variants of theΘ-Model whereΘ is unknown, or known but
holds after some unknown GST, as in [16], [19], see [39] for details.

9Stipulatingτ− = 0 would be equivalent to assuming infinite processing
and networking speeds. In this case,τ+ = 0 as well.

when it is used, however, since it is based upon a round-
trip taken at some past timet′ < t. Hence, in general, it is
impossible to reliably compute a message timeout value for
some future real-time out of present measurements.

Although τ+(t) ≡ τ+, τ−(t) ≡ τ−, ε = τ+ − τ−

and Θ(t) ≡ Θ cannot appear in aΘ-algorithm, we will
nevertheless use those quantities as (unvalued) variablesin
the analysis of such algorithms. Note carefully that those
values will be considered as constants in the sequel, i.e., time-
invariant, in order to simplify our presentation and proofs.
Surprisingly, this can be done without loss of generality: By
introducing a suitably defined notion of “stretched” real-time
t′ = g(t), time-varying quantities w.r.t.t can be transformed
in constant quantities w.r.t.t′. The inverse functiong[−1](t′)
may then be used to translate the results back to the real-time
domain t again. Hence, the simplified analysis conducted in
this paper is in fact sufficient for dealing with the time-varying
case as well. The formal proofs can be found in [39].

Θ-algorithms typically employ continuous round-trips, cp.
Fig. 2. Hence, one may be concerned about the system load
generated byΘ-algorithms in general: Could it be that the gen-
erated messages exhaust all computational and communication
resources? For systems with some reasonably large bandwidth
* delay product, the answer is no: Consider the extreme case of
a satellite broadcast communication link, for example, where
the end-to-end communication delay typically is in the order
of 300 ms. With up ton = 10 processors, 1,000 bit long
FD messages, and a link throughput of 2 megabit/second, the
link occupancy time for this paper’s algorithm would be 5 ms
per round, entailing a communication overhead smaller than
2 percent.

For systems with a lower bandwidth * delay product, on the
other hand, it is possible to use some (non-bounded-drift) local
“delay timer” for introducing pauses in between consecutive
round-trips, see Section VI for an example. Note that those
“delay timers”, which can easily be implemented without
hardware clocks (e.g. by counting suitable computing events),
are not critical w.r.t. correctness but control the generated
traffic only, cp. also [4].

IV. JUSTIFICATION OF THEΘ-MODEL

The purpose of this section is to show that theΘ-assumption
makes sense for certain classes of distributed systems. More
specifically, we will provide evidence that there is indeed
some correlation between the maximumτ+(t) and minimum
τ−(t) end-to-end delay in systems that employ broadcast-type
communication.

The stipulated correlation is almost immediately evident in
case of a distributed system based upon a shared channel like
Ethernet or CAN. It is impossible in such a system that some
message experiences the minimal end-to-end delay when the
channel and hence all in- and outbuffers and processors are
heavily loaded (i.e., that the system is heavily loaded, except
one process pair): The worst case and best case scenario for
the underlying distributed real-time scheduling problem cannot
occur at the same time here, see [9] for the detailed analysis.
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That there is also some correlation betweenτ+(t) and
τ−(t) in systems connected via point-to-point links (or a
simulation of those, like switched Ethernet) is perhaps more
surprising. Nevertheless, experiments [10], [11] in a network
of Pentium-based workstations under Linux, interconnected by
a 100 Mbit/sec switched Ethernet using a 1 Gbit/sec backbone
switch, revealed that theΘ-assumption—with a surprisingly
small Θ—holds also in such “bad” system architectures if
a round-based algorithm (that communicates via simulated
broadcasting) is executed: A custom monitoring software was
used to determine boundsτ− ≤ τ−(t) andτ+ ≥ τ+(t) as well
asΘ ≥ Θ(t) for a simple variant of the clock synchronization
algorithm of [6] under a variety of operating conditions. In
order to keep the amount of monitoring data reasonably low,
an intermediate local delay (in the ms-range) was introduced
between successive rounds of execution, as in the algorithm
of Section VI.

The clock synchronization algorithm was run both at the
application level (AppL), as an ordinary Linux process, and
at system level (SysL) using high-priority threads and head-
of-the-line scheduling, as in the fast failure detector approach
of [4]. Table I shows some measurement data for 5 machines
(with at mostf = 1 arbitrary faulty one) under low (5 %
network load) and medium (0–60 % network load, varying in
steps) application-induced load. Note that neither higherloads
than 60%, which is already substantial, nor mixtures of CPU
and network load did change the results significantly. Detailed
information on our experiments can be found in [10], [11].

FD Load τ− (µs) τ+ (µs) Θ
τ
+

τ−

/Θ

AppL low 55 15080 228.1 1.20
SysL low 54 648 9.5 1.26
SysL med 56 780 10.9 1.27

TABLE I

Some typical experimental data from a small network of Linuxworkstations

running our FD algorithm.

Our experimental data thus reveal that there is indeed a
considerable correlation betweenτ+(t) and τ−(t): The last
column in Table I shows thatΘ is between 20% and 27%
smaller thanτ+/τ−. Hence, whenτ+(t) increases,τ−(t) goes
up to some extent as well. Note carefully that ifτ+(t) exceeds
τ+ by someα > 0, if suffices thatτ−(t) goes up by justα/Θ
to maintainΘ(t) ≤ Θ. For Θ = 10, for example,τ−(t) needs
only grow byα/10 in order to maintainΘ.

Intuitively, this correlation can be explained as follows,cp.
Fig. 4: If some messagem experiences a significant end-to-
end delay, this is due to messages/processing scheduled ahead
of it in the queues along the path from senderp to q. Since
broadcast communication is used, those messages must also
show up somewhere on the path fromp to r at some time.
In particular, the copy ofm sent to receiverr will see at
least some of those messages scheduled ahead of it. This is
even true for some other messagem′ sent froms to r, which
will see some of those messages scheduled ahead of it at the

receiverr. Consequently, no such message can take on the
smallest possible delay value here, as it does not arrive in an
“empty” system.

t
pq= 10Arrival at p Processed at q

pr= 7

Processed at r

CPU

Receiver q

Chan

Link p q

Chan

Link q x

CPU

Sender p

CPU

Receiver rChan

Link p r

Chan

Link r y

Chan

Link s r
CPU

Sender s

Fig. 4. Motivation of the expected correlation between maximum and
minimum end-to-end delays.

In other words, even if the computations of interest are
the highest-priority ones and messages are transmitted using
head-of-the-line policies, it is usually the case that the worst
case (= high-load) situation does not allow the (often quite
unlikely per se) best case scenarioδrs = τ− to occur at some
processor pairs, r simultaneously: In fact,τ− usually assumes
that no blocking of high-priority processes by non-preemptable
operations like sending a low-priority message occurs, which
becomes increasingly difficult to maintain if the number of
such messages increases. Consequently, the ratio of maximum
over minimum delay need not grow as fast (if at all) as the
maximum delay when the load increases for any reason.

Given such correlations between minimum and maximum
end-to-end delays, the probability of violatingΘ is indeed
smaller than the probability of violatingτ+. Consequently,
a Θ-algorithm may still work correctly in scenarios where a
synchronous algorithm would fail. According to our findings,
this is likely or even certain to be true, depending on the
particular system under consideration.

V. FD OPERATION PRINCIPLE

In this section, we introduce the principle of operation of
our time-free perfect failure detector, which is based uponthe
consistent broadcasting primitive of [43]. Consistent broad-
casting is implemented by means of two functions,broadcast
and accept, which can be used to trigger a nearly simulta-
neous global event in the system: For example, a processor
executing the clock synchronization algorithm of [43] (see
Fig. 5) invokesbroadcastto signal that it is ready for the
resynchronization event to happen. It waits for the occurrence
of this resynchronization event by callingaccept, where it
blocks until the event happens. The detailed semantics of con-
sistent broadcasting is captured by three properties, namely,
correctness, unforgeability and relay, which are defined as
follows:

Definition 2 (Consistent Broadcasting Properties):

(C) Correctness: If at least f + 1 correct processors call
broadcastby time t, then accept is unblocked at every
correct processor by timet + τ+

rt , for someτ+
rt ≥ 0.
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(U) Unforgeability: If no correct processor callsbroadcast
by time t, then accept cannot unblock at any correct
processor byt + τ−

rt or earlier, for someτ−

rt ≥ 0.
(R) Relay: If accept is unblocked at a correct processor at

time t, then every correct processor does so by timet +
τ∆, for someτ∆ ≥ 0.

Implementations of consistent broadcasting, providing specific
values ofτ+

rt , τ−

rt and τ∆, can be found in [44], [45]. Fig. 6
shows the version used in our failure detector.

Now consider a very simple algorithm, which executes
infinitely many instances of consistent broadcastingR =
0, 1, . . . in direct10 succession: Ifbroadcast0 is called by
sufficiently many processors,accept0 will eventually unblock
and triggerbroadcast1, which in turn starts the same sequence
for instance1, etc. LetσR

p denote the time when instanceR
terminates, that is,acceptR unblocks andbroadcastR+1 starts
at processorp. It is easy to show that the following holds for
this algorithm:

Lemma 1 (Consecutive Consistent Broadcasting):Let R ≥
P ≥ 0 be two arbitrary instances of successive consecutive
consistent broadcasting. Then,

|σR
p − σR

q | ≤ τ∆ (1)

σR
p − σP

q ≥ (R − P )τ−

rt − τ∆ (2)

σR
p − σP

q ≤ (R − P )τ+
rt + τ∆ (3)

for any two correct processorsp, q.

Proof: Equation (1) follows immediately from the relay prop-
erty (R), which establishes (2) and (3) forP = R as well. We
can hence assume that (2) holds fork − 1 = R − P − 1 ≥ 0
and have to show that it holds fork = R − P as well.
Since processorp unblocksacceptR at timeσR

p , at least one
non-faulty processorp1 must have calledbroadcastR by time
σR

p − τ−

rt by the unforgeability property (U) of consistent
broadcasting. HenceσR

p − σR−1
p1

≥ τ−

rt . By the induction
hypothesis, we haveσR−1

p1
− σP

q ≥ (R − P − 1)τ−

rt − τ∆,
from which (2) follows immediately.

For the upper bound, we can assume that (3) holds for
k − 1 = R − P − 1 ≥ 0 and have to show that it holds
for k = R − P as well. Since we know that even the last
correct processor unblocksacceptR−1 at some timeσR−1

max

satisfyingσR−1
max −σP

q ≤ (R−P −1)τ+
rt +τ∆ by the induction

hypothesis, it follows from the correctness property (C) of
consistent broadcasting that processorp must unblockacceptR
by time σR−1

max + τ+
rt , from where (3) follows again. 2

Equipped with this result, we can make the following
important observation: Let us extend our simple successive
consistent broadcasting algorithm by additionally broadcasting
an R + 1-heartbeatmessage (containingR + 1 as data) when
calling broadcastR+1 at every processor. Now consider some
correct processorp at time σR

p (when it sends itsR + 1-
heartbeat): Ifp did not see aP + 1-heartbeat,P ≤ R, from

10To reduce the system load caused by FD messages, some delayD ≥ 0
is introduced in between in our final FD algorithm, see Section VI.

some processorq (which should have been sent at timeσP
q ) by

time σR
p , it must be the case that this heartbeat travels longer

than σR
p − σP

q ≥ (R − P )τ−

rt − τ∆ according to (2). Since
we assumed that a heartbeat from a correct processor takes at
mostτ+ to arrive, choosing

Ξ = R − P ≥
τ+ + τ∆

τ−

rt

(4)

such thatτ+ ≤ Ξτ−

rt − τ∆ ensures thatp cannot missq’s
P + 1-heartbeat ifq is correct. So ifp did not see theP + 1-
heartbeat fromq by time σR

p , q must have crashed and can
safely be put on the list of suspects at processorp.

Of course, as it appears in (4),Ξ depends uponτ+ and
cannot be computed if this value is unknown. Our detailed
analysis of consistent broadcasting in [44], [45] reveals,how-
ever, that actuallyτ−

rt = 2τ− andτ∆ = 2τ+ − τ−. Plugging
this into our expression forΞ yields Ξ ≥ 1.5τ+/τ− − 0.5,
i.e., a value thatonly depends upon the ratioΘ = τ+/τ−.
Since an upper boundΘ on Θ is known, we can computeΞ
even when boundsτ+ and τ− on τ+ and τ−, respectively,
are unknown!

To further illustrate this important issue, we discuss an
alternative implementation ofP , which works only in syn-
chronous systems. The alternative algorithm is based upon the
simple fact that consistent broadcasting allows to implement
approximately synchronized clocks [43]. Each processorp
must be equipped with a clock deviceCp(t) for this purpose,
which is used to implement roundR’s clock CR

p (t) = Cp(t)+
cR−1
p , by choosing a suitable time offsetcR−1

p set by the
clock synchronization algorithm in roundR − 1. Note that
we stipulate a round−1 clock C−1

p (t) = Cp(t) to be used
in round0. A single “composite” clockC′

p(t) that equals the
round clocks at the respective round switching times can be
implemented atop of this, see [43, Sec. 7] for details.

Fig. 5 shows the simple clock synchronization algorithm
of [43], which concurrently executes one instance of con-
sistent broadcasting per resynchronization roundR. Invoking
broadcastR indicates that the calling processor is ready to
resynchronize and hence starts resynchronization roundR,
which is done everyD seconds. Note carefully that the period
D measures time according to every processor’s clock, hence
is a parameter of the algorithm that must assume some specific
value. Consistent broadcasting ensures nearly simultaneous
unblocking ofacceptR—and hence resynchronization—of all
non-faulty processors withinτ∆ by the relay property (R). A
suitably chosen offsetα is used to ensure that a clock is never
set backwards.

/* RoundR ≥ 0: */
if CR−1(t) = R · D /* ready to startCR */

→ broadcastR;
fi if accept

R

→ CR(t) := R · D + α; /* resynchronize */
fi

Fig. 5. The clock synchronization algorithm based upon consistentbroad-
casting from [43]
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The proof of correctness of this algorithm only depends
upon the properties of consistent broadcasting. A detailed
analysis in [43], [44] yields the following worst-case synchro-
nization precision of the composite clockC′

p(t):

πmax = [(D − α)(1 + ρ) + τ+
rt]dr + τ∆(1 + ρ) + α, (5)

whereρ is the worst-case clock drift anddr = ρ(2+ρ)/(1+ρ).

In order to implement a failure detector, it suffices to add the
sameR+1-heartbeat broadcast as before whenbroadcastR+1

is called. Obviously, processorq’s P + 1-heartbeat is sent at
time (P + 1)D on q’s clock, when processorp’s clock reads
at most(P +1)D+πmax. When this heartbeat does not arrive
by the time processorp performsbroadcastR+1, i.e., at time
(R + 1)D on p’s clock, q must have crashed ifΞ = R − P
is chosen such that(R− P )D − πmax ≥ τ+ (assuming clock
drift ρ = 0 for simplicity). With α = 0 and D = τ−

rt as the
minimal conceivable11 choice ofD, we find πmax = τ∆ and
hence

Ξ = R − P ≥
τ+ + τ∆

τ−

rt

(6)

exactly as in (4). Consequently, both the algorithm of Fig. 7
and the one based upon Fig. 5 can (ideally) achieve approx-
imately the same detection time. However, apart from the
fact that the correctness of the above algorithm depends upon
the correct operation of a processor’s clock, it also needs the
parameterD for properly adjusting the periodicbroadcasts. In
order to ensure that the computed precisionπmax according
to (5) is valid, D must be sufficiently large to ensure that
any instance of consistent broadcasting is completed before
the next one starts, which impliesD ≥ 2τ+. Therefore, the
failure detector built atop of the algorithm in Fig. 5 is not
time-free and may fail ifτ+ increases beyond the limit set
forth by the choice ofD.

VI. T HE FAILURE DETECTORALGORITHM

As explained in Section V, our failure detector uses con-
sistent broadcasting for implementing a time- and timer-free
timeout mechanism based upon approximately synchronized
rounds. Fig. 6 shows an implementation of the pivotal con-
secutive consistent broadcasting primitive, which works in
presence of at mostf arbitrary processor failures12 if n ≥
3f + 1. The consistent broadcast for roundR starts with
sending message(init, R) to all processors. Every processor
emits (echo, R) when eitherf + 1 (init, R) or else f + 1

11Those settings are smaller than the ones required by the analysis in [43],
but serve as a means to illustrate the smallest conceivable lower bound on
R − P only.

12The classic perfect failure detector specification is of course only mean-
ingful for simple crash failures. The existing work on muteness detectors [27],
[31], [46]–[48] suggests not to rule out a priori more severetypes of failures,
however. Note also that there is a simpler implementation for f omission faulty
processors, which only needsn ≥ 2f + 1 [43]. We use the more demanding
version here, since it also tolerates arbitrary processor timing failures, i.e.,f
processors that inconsistently emit apparently correct messages at arbitrary
times. An even more advanced hybrid version of consistent broadcasting,
which tolerates hybrid processor and link failures, can be found in [45].

(echo, R) messages have been received. A processor termi-
nates (“accepts”) roundR upon the arrival of the2f + 1-th
(echo, R) message.

The algorithm of Fig. 6 has been derived from [43, Fig. 2]
by simply replacing “accept” with “ delayD” followed by
“broadcastR+1”, which starts the next instance after some
delay D satisfyingD− ≤ D ≤ D+, whereD− ≥ 0 and, in
particular,D+ < ∞ can be unknown. This delay is introduced
to reduce bothΞ and the system load due to FD-messages.

/* Implementation ofbroadcastR: */
send(init, R) to all;

/* Code for roundR: */
cobegin
/* Concurrent block 1 */
if received(init, R) from f + 1 distinct processors

→ send(echo, R) to all [once]; /* sufficient evidence */
fi
/* Concurrent block 2 */
if received(echo, R) from f + 1 distinct processors

→ send(echo, R) to all [once]; /* sufficient evidence */
fi
if received(echo, R) from 2f + 1 distinct processors

/* accept */
→ delay

D
; broadcastR+1; /* start next instance */

fi
coend

Fig. 6. A simple consecutive consistent broadcasting algorithm with delay

Note carefully that all instancesR = 0, 1, . . . of our
algorithm must be created at all processors in the system at
boot time, cp. [6]. Otherwise, a processor booting late could
miss some messages of processors that booted early.

Theorem 1 (Properties Consistent Broadcasting):In a sys-
tem with n ≥ 3f + 1 processors, where at mostf may
be arbitrary faulty during the entire execution, the consistent
broadcasting primitive of Fig. 6 created at boot time guarantees
the properties of Definition 2 withτ+

rt = 2τ+, τ−

rt = 2τ−, and
τ∆ = ε + τ+ ≤ τ+

rt . System-wide, at most2n broadcasts
of (1 + log2 CR)-bit messages are performed by non-faulty
processors per round, whereCR denotes the cardinality of the
round number space (forR).

Proof: The proof has been adopted from [44] and just adds
dealing withτ− to the original one of [43].

(Correctness.) Since at leastf + 1 non-faulty processors
broadcast(init, R) by t by assumption, every non-faulty pro-
cessorp gets at leastf + 1 (init, R) from different processors
by time t+ τ+. It thus achieves sufficient evidence in the first
if of Figure 6, where it sends(echo, R) to all processors. This
in turn implies that every non-faulty processorq gets at least
n− f ≥ 2f + 1 (echo, R) messages from different processors
by t + 2τ+, which causesq to acceptby t + τ+

rt as asserted.
(Unforgeability.) The proof is by contradiction: Assume that

there is a non-faulty processorq that acceptsby t + 2τ−.
This implies thatq received2f + 1 (echo, R) from different
processors by timet + 2τ−, according to the thirdif in
Figure 6. Since only at mostf of those messages could
originate from faulty processors, some (actually several)non-
faulty processorp must also have sent(echo, R). This can
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happen due to either (1)p got at leastf + 1 (init, R) in the
first if , or (2) at leastf + 1 (echo, R) in the third if , by time
t + τ−. By the same argument as before, (2) requires that
at least one non-faulty processorr sent(echo, R) by time t,
which in turn can only happen if (1) applies tor for some
time t′ ≤ t + τ−. For case (1) to hold, however, at least one
non-faulty processor must have sent(init, R) by time t, which
contradicts the assumption in the unforgeability property.

(Relay.) Since some non-faulty processorp acceptsat timet,
it must have received at least2f + 1 (echo, R) from different
processors by timet, according to the thirdif in Figure 6.
Hence, every other non-faulty processor must get at leastf +1
of those(echo, R) by time t+ε as well, namely, the ones that
have been sent by non-faulty processors. It follows that allnon-
faulty processors achieve sufficient evidence in the secondif of
Figure 6 by timet+ε and send(echo, R) to all processors. As
in the proof of correctness, this implies that every non-faulty
processorr gets at leastn − f ≥ 2f + 1 (echo, R) messages
from different processors byt + ε + τ+, which causesq to
acceptby t + τ+

rt as asserted.
As far as the claimed message complexity of consistent

broadcasting is concerned, it is of course impossible to bound
the number of message broadcasts by faulty processes. Each of
the at mostn processes that faithfully executes the algorithm of
Figure 6, however, performs at most one broadcast of(init, R)
and one broadcast of(echo, R) per round. Since both messages
have size1+log2 CR bits, the expression stated in Theorem 1
follows. 2

We also need a generalization of Lemma 1 that takes in
to accountdelayD. We assume that this function just delays
starting broadcastR+1 by D real-time seconds, for some
(unknown)0 ≤ D− ≤ D ≤ D+ < ∞. Let σ̂R

p denote the
time whenbroadcastR is called, andσR

p be the time when
roundR of consistent broadcasting terminates (i.e.,p “accepts”
and startsdelayD for the next roundR+1). Note that obviously
D− ≤ σ̂R+1

p − σR
p ≤ D+.

Lemma 2 (Delayed Consecutive Consistent Broadcasting):
Let R ≥ P ≥ 0 be two arbitrary instances of consecutive
consistent broadcasting of Figure 6 withdelayD. Then,

|σR
p − σR

q | ≤ τ∆ (7)

σR
p − σ̂P

q ≥ (R − P )(τ−

rt + D−) + τ−

rt − τ∆ (8)

σR
p − σ̂P

q ≤ (R − P )(τ+
rt + D+) + τ+

rt + τ∆ (9)

for any two correct processorsp, q.
Proof: Equation (7) follows immediately from the relay prop-
erty (R). In addition, (8) and (9) forP = R follow directly
from (2) and (3) in Lemma 1 forR − P = 1, sinceσ̂R

y here
is just σR−1

y there, and the meaning ofσR
x is the same.

We can hence assume that (8) holds fork − 1 = R −
P − 1 ≥ 0 and have to show that it holds fork = R − P
as well. Since processorp terminates roundR at time σR

p ,
at least one non-faulty processorp1 must have calleddelayD
(precedingbroadcastR) by time σR

p − τ−

rt − D− at latest, by
the unforgeability property (U) of consistent broadcasting and

our assumption of the minimum delayD ≥ D− of delayD.
HenceσR

p − σR−1
p1

≥ τ−

rt + D−. By the induction hypothesis,
we haveσR−1

p1
− σP

q ≥ (R − P − 1)(τ−

rt + D−) + τ−

rt − τ∆,
from which (8) follows immediately.

For the upper bound, we can assume that (9) holds fork −
1 = R − P − 1 ≥ 0 and have to show that it holds for
k = R − P as well. Since we know that even the last correct
processor terminates roundR−1 at some timeσR−1

max satisfying
σR−1

max −σP
q ≤ (R−P−1)(τ+

rt+D+)+τ+
rt+τ∆ by the induction

hypothesis, it follows from the correctness property (C) of
consistent broadcasting and the maximum delayD ≤ D+

of delayD that processorp must terminate roundR by time
σR−1

max + τ+
rt + D+, from where (9) follows. 2

From Section V, we know that we only have to add
the heartbeat-broadcast and the suspicion technique to the
algorithm in Fig. 6 to obtain our timer-free failure detector as
given in Fig. 7. Fortunately, we can simply use the(init, R)
message as a processor’sR-heartbeatmessage, since it is
emitted at the timêσR−1

p when broadcastR is started. Note
that initializing sawmax[∀q] := 0 ensures that the very first
0-heartbeat is not used for suspecting a processor. This mustbe
avoided, since we should not assume that all correct processors
start their execution withinτ∆ (which would be required to
extend Lemma 2 toR = −1).

/* Global variables: */
suspect[∀q] :=false; /* list of suspected processors */
sawmax[∀q] := 0; /* maximum heartbeat seen */

/* ImplementationstartR: */
send(init, R) to all; /* Start heartbeat roundR */

/* Code for roundR: */
cobegin
/* Concurrent block 1 */
if received(init, R) from q

→ if R > sawmax[q]
→ sawmax[q] := R; /* saw new heartbeat */

fi
fi
if received(init, R) from f + 1 distinct processors

→ send(echo, R) to all [once]; /* sufficient evidence */
fi
/* Concurrent block 2 */
if received(echo, R) from f + 1 distinct processors

→ send(echo, R) to all [once]; /* sufficient evidence */
fi
if received(echo, R) from 2f + 1 distinct processors

→ ∀q: if R − Ξ > saw max[q]
→ suspect[q] :=true; /* q has crashed */
fi

delay
D

; startR+1; /* Start next heartbeat round */
fi
coend

Fig. 7. Our time-free perfect failure detector algorithm

The following major Theorem 2 shows that the algorithm
of Fig. 7 indeed implements a perfect failure detector for
systems adhering to theΘ-Model of Definition 1, and gives
some performance data, like detection time13 and message

13The detection time given in Theorem 2 involves the unknownτ+. Like
other timeliness properties, it can be bounded if someτ+ ≥ τ+ is assumed.
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complexity. Recall that it is only the classic specification
of the perfect failure detectorP that forces us to consider
crash failures; our implementation works even in presence of
arbitrary faulty processors.

Theorem 2 (Failure Detector Properties):Let Ξ be an in-
teger with Ξ ≥

⌈ 3(Θ−1)·R
2

⌉

with R = 2τ+/(2τ+ + D−),
where always0 ≤ R ≤ min{2τ+/D−, 1}. In a system
with n ≥ 3f + 1 processors, the algorithm given in Fig. 7
with all processes created at boot time implements a perfect
failure detector with detection time at most(Ξ + 1)(2τ+ +
D+) + 4τ+ − τ−. During CR ≥ 1 rounds, every correct
processor has running time within

[

CR(2τ− + D−)− 2τ+ +
τ−, CR(2τ+ + D+) + 2τ+ − τ−], and at most2n messages
of size at most(1 + log2 CR) bits are broadcast system-wide
by correct processors in every round.

Proof: We have to show that the properties (SC) and (SA) of
a perfect failure detector, given in Section II, are satisfied.

As far as strong accuracy (SA) is concerned, we use the
argument developed in Section V: We know that processor
q emits its P -heartbeat at timêσP

q , and processorp checks
whether it has seen theP = R−Ξ-heartbeat (or a later one) at
time σR

p . Hence, ifΞ = R−P is chosen such thatσR
p − σ̂P

q ≥
τ+, processorp must get theP -heartbeat unlessq has crashed.
Using (8) in Lemma 2 reveals thatσR

p − σ̂P
q ≥ (R−P )(τ−

rt +

D−)+τ−

rt −τ∆, which requires choosingΞ(τ−

rt +D−)+τ−

rt−
τ∆ ≥ τ+ and hence

Ξ ≥
τ+ + τ∆ − τ−

rt

τ−

rt + D−
=

3τ+ − 3τ−

2τ− + D−
=

3τ+ − 3τ−

2τ−
·

2τ−

2τ− + D−

(10)
according to the latencies of consistent broadcasting given in
Theorem 1. Note that the “reduction factor”R′ = 2τ−/(2τ−+
D−) is monotonically increasing inτ− and obviously satisfies

0 ≤
2τ−

2τ− + D−
≤ min{2τ−/D−, 1}. (11)

We cannot hence plug in the lower boundτ− into (10) and (11)
but must rather use the upper boundτ+ here. This confirms
the expressions forΞ andR given in our theorem.

As far as strong completeness is concerned, it is obvious
that a processorq that has crashed stops emitting heartbeats.
Hence, eventually, every alive obedient process recognizes
that the expected heartbeat is missing and suspectsq. The
worst case for detection time occurs when a processq crashes
immediately after broadcasting itsP − 1-heartbeat, for some
P > 0, at timeσ̂P−1

q . At time σR
p with R−P = Ξ, processor

p recognizes that theP -heartbeat fromq (which should have
been emitted at timêσP

q ) is missing. According to (9) in
Lemma 1, the detection time must hence be less than

σR
p − σ̂P−1

q ≤ (Ξ + 1)(τ+
rt + D+) + τ+

rt + τ∆

≤ (Ξ + 1)(2τ+ + D+) + 4τ+ − τ− (12)

according to Theorem 1 as asserted.
The bounds for the algorithm’s running timêσCR

p − σ̂0
p

during CR ≥ 1 rounds are determined by the running times
of consistent broadcasting. Plugging inq = p in (8) and

(9) and recallingD− ≤ σ̂R+1
p − σR

p ≤ D+, we obtain
σ̂CR

p − σ̂0
p ∈ [CR(τ−

rt + D−) − τ∆, CR(τ+
rt + D+) + τ∆].

The running time bounds given in our theorem, as well as
the number of messages broadcast (= “send to all”) and the
message complexity, follow immediately from plugging in the
characteristic values given by Theorem 1. 2

From the running time bounds given in Theorem 2, it is
apparent thatdelayD allows to arbitrarily stretch the duration
of a round: A normal round has a duration within[2τ− +
D−, 2τ+ +D+]. Consequently, increasingD− decreases both
the generated system load andΞ. The value ofD+, on the
other hand, does not affect the correctness of the algorithmin
Fig. 7, but only the FD’s detection time.

Our failure detector has a number of interesting additional
properties, which we will now describe briefly. First, in the
presence of crash failures, it guarantees that the properties
(SC) and (SA) are maintained at all processors, i.e., even at
faulty processors, until they crash. This is due to the fact that
Theorem 1 is actuallyuniform [49], i.e., holds for processors
that become faulty later on as well.

Second, the algorithm does not need to known, except for
the size of the suspect list. Still, as presented, the message
size is unbounded since it incorporatesR. However, solutions
to this problem—construction of a bounded round numbering
scheme—are known, given thatΞ is known.

Finally, the perfect failure detector algorithm of Fig. 7 could
easily be transformed into an eventually perfect failure detector
⋄P that works also whenΘ is unknown but finite, possibly
after some unknown GST. All that needs to be done here is to
incrementΞ every time a message from a suspected processor
drops in later, see [39] for further information.

VII. CONCLUSIONS

In this paper, we showed how to implement a time- and
timer-free perfect failure detectorP for the Θ-Model, which
is essentially the FLP model augmented with a boundΘ on the
ratio of maximum vs. minimum end-to-end delays of messages
simultaneously in transit. Using the design immersion princi-
ple, our FD allows to build high-coverage distributed real-time
systems based upon time-free (asynchronous) algorithms.

Our results have some interesting theoretical implications as
well. First, our FD works in a partially synchronous system
where delay bounds are unknown, apparently contradicting
[12]. Second,Θ may remain bounded even whenτ+ exceeds
some assumed boundτ+. In other words, our failure detector
and hence any FD-based consensus algorithm works also in
presence of unbounded delays, apparently contradicting [13]
as well. The apparent contradictions are due to the fact that
both [12] and [13] considerτ− and τ+ to be uncorrelated:
After all, those works assumeτ− = 0. Consequently, it can
be assumed in [12] that the timet until correct suspicion in the
strong completeness property (SC) is independent ofτ+, since
the latter is unknown. This is not true ifΘ is known, however,
since our FD can infer something about the maximum delay
τ+ of messages still in transit from already received messages

11



via Θ. Hence, an unknown upper bound upon the transmission
delay alone is not sufficient to cause the impossibility result
to apply in case ofΘ-systems. A similar argument applies for
the impossibility of consensus in case of unbounded delays
[13].

Part of our current/future work in this area is devoted to a
generalizedΘ-Model and the development of a framework for
Θ-schedulability analysis.
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